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KFL

VM1L

VSL

DVL

EML

EBS

• LED 60-125W 
• Up to 125 Lumens/Watt
• 5000K White Light
• IEC Ex model

• LED 40, 45, 50W
• Reduced profile
• Swing-barrel nut & EZ   
 Mount Adapter for easy   
 installation

• LED 13 & 16W
• Utility retrofits for 
 energy savings
• Compact size, 
 traditional look

• LED 10W 5000K Color
• Up to 5X’s Brighter than   
 comparable units
• Exit Sign
• Remote Mount Options

• LED 40, 45, 50W
• Compact Explosion-proof  
 with traditional industrial   
 appearance
• Factory Sealed

Class I, Div. 2, Groups A,B,C,D
Class I, Zone 2, Groups IIB+H2, IIA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
Marine
NEMA 3, 4X, IP66

Class I, Div. 2, Groups A,B,C,D
Class I, Zone 2, Groups IIC, llB, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
Marine
NEMA 3, 4X

Class I, Div. 2, Groups A,B,C,D
Class I, Zone 2, Groups IIC, llB, llA
Class II, Div. 2, Groups F,G
Class III
Suitable for wet locations

Class II, Div. 1 & 2, Groups E,F,G
Class I, Div. 2, Groups A,B,C,D

Class I, Div. 1 & 2, Groups B,C,D
Class I, Zones 1 & 2, Groups llB+H2, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Enclosure Type 4 (NEMA 4)
NEMA 7BCD, 9EFG

Class I, Div. 1 & 2, Groups C,D
Class I, Zones 1 & 2, Groups, llA 
Class II, Div. 1 & 2, Groups E,F,G
Class III, Div. 1 & 2
Suitable for wet locations
Marine
NEMA 3, 4, 4X
Factory Sealed

HIGHLIGHTSSERIES SUITABILITY

MBL

• LED 14 - 50W
• Compact Design
• Globe or Flat Lens models
• Pathway Reflector

Class I, Div. 2, Groups A,B,C,D
Class I, Zone 2, Groups IIC, llB, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
NEMA 3, 4X
Marine

VM2LB/C
VM4LB/C

• LED 40 - 130W
• Up to 115 Lumens/watt
• Patented Swing-barrel   
 nut & “EZ” adapter 
• 2 internal heat sinks styles  
 & shallow depth models

Class I, Div. 2, Groups A,B,C,D
Class I, Zone 2, Groups IIC, llB, llA
Class II, Div. 1 & 2, Groups E,F,G
Class III 
Suitable for wet locations
NEMA 3, 4X
IP66
Marine

KF1L

• LED 90-125W
• Up to 95 Lumens/Watt
• Explosion Proof
• IEC Ex model

Class I, Div. 1 & 2, Groups B,C,D
Class I, Zone 1 & 2, Groups IIB+H2, IIA
Class II, Div. 1 & 2, Groups EFG
Class III
Enclosure Type 4 (NEMA 4, 7B CD, 
9EFG), IP66
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KFLC

• LED 15-45W
• Compact Design 
• 5000K White Light
• Dark Sky Visor

Class I, Div. 2, Groups A,B,C,D
Class I, Zone 2, Groups IIB+H2, IIA
Class II, Div. 1 & 2, Groups E,F,G
Class III
Suitable for wet locations
Marine
NEMA 3, 4X, IP66
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